
    AIRDRAULIC BIRCO GROUP PTY LTD     

    Sydney (H.O.): Unit 1, 33-35 Lwr Gibbes Street Chatswood   NSW 2067  
    Phone: 61 2 9882 3444 Fax: 61 2 9882 3133          
                  Brisbane: Unit 27, 121 Kerry Road, Archerfield QLD 4108 
    Phone: 61 7 3255 6188 Fax: 61 7 3255 6199 
    Melbourne: 165 Clayton Rd, Clayton VIC 3168 
    Phone: 61 3 9544 1711 Fax: 61 3 9544 2111   
    Perth: Unit 2, 73 Poole Street, Welshpool WA 6106 
    Phone: 61 8 9258 4144 Fax: 61 8 9258 425 
    Website: www.abgpl.com.au    Email: sales@abgpl.com.au ACN 002 890 477 ABN 47 002 890 477 

DISTRIBUTORS OF: 
*Edco Surface Preparation Tools *Macdonald Air Tools *Timberking Chainsaws *Rock Drills *Drilling Equipment *Picket Post Driver *Compressors  

*Air Hose & Fittings *ASL Lubricators *Electric & Pneumatic Points & Chisels *Pedestal & Wall Fans *Mancoolers & Tube Fans *VAF Fans *Venturi Air Movers 
*Gas Heaters *SPP Pumps *Submersible Pumps *Transfer Pumps *Puddle Pumps *Layflat hose and fittings *Bauers & Camlocks *Blast Hole Plugs  
*Anfo Loaders *Slopemeters *Schroeder Hydraulic Filters & Elements *CBC Reversing Cameras *Reversing Alarms & Strobes *Osha Safety Valve 

 

 

 

 

 

Chicago Pneumatic rock drills are the ideal tools for all 
“Hand-held” drilling operations. CP rock drills have 
streamlined design and low air consumption, which are 
very much appreciated. Smooth contours, side exhausts 
and “flat back” make them easy to handle.  
High performance, robustness and low maintenance costs  
are essential for stone mining. CP design includes a higher 
quality valve and cylinder-porting concept that helps 
maintain constant drilling speed throughout a long service life. 
Working parts are constantly protected with an effective 
lubrication system. 

Key Features: 
• Tough latch retainer provides extra 
   support to collar and reduces wear 
• Blower lever for deep hole cleaning 
• Integral oiler provides continuous lubrication 
• Efficient lubrication 
• Graduated ratchet throttle control ensures accuracy 
   in collaring holes 
• High-speed drilling 
• Low maintenance 
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Air Inlet 

CP0032AS 28 575 48 1980 14.6 114 103 ¾ Swivel 

 

 


